Enjoy outdoor living above and below your deck
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DECK CEILING

- Quick Install Track - Adaptable to most deck
—for easier installation shapes and configurations

- Durable water-diverting - 6" wide channel to accommodate
vinyl channels electrical installations

- Finished beadboard look - Low maintenance

- New construction or remodel

UpSidebyColorGuard.com | #UpSideDeckCeiling



UPSIDE DECK CEILING GALLERY
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UPSIDE DECK CEILING COMPONENTS

< Steel screws with °.
: 1000-hour salt-spray :
- protective coating :

Quick
Install Track ™% . .
« Attaches to joist to set pitch for drainage

« Accommodates for uneven joists

« Made of durable vinyl material

+ 10" lengths

« Corrosion-resistant, self-tapping screws
(sold separately)

L
Starter Strip
« Durable vinyl material attaches to Quick
Install Track
+ 10" lengths

Glide Clip

« Connects channel to starter strip
« Allows for faster installation

+ Nylon composition

Channel

« Water diverting vinyl channels
+10', 12", 16' lengths

« Creates beadboard look
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C-Channel

« Made of vinyl material

« Provides a clean finished look
+ 10’ lengths

Edge Trim
« Provides a finished sealed edge

« Conceals raw cut edge on
first and last channel

+ 10’ lengths
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PRODUCT CODE

UPSD-CHAN-10W
UPSD-CHAN-12W
UPSD-CHAN-16W
UPSD-CHAN-10T
UPSD-CHAN-12T
UPSD-CHAN-16T
UPSD-ET-10W
UPSD-ET-10T
UPSD-C-CHAN-10W
UPSD-C-CHAN-10T
UPSD-STS-10
UPSD-10QIT
UPSD-QIT-HW
UPSD-GC

PRODUCT DESCRIPTION

6" x 10' Channel White
6" x 12' Channel White
6" x 16' Channel White
6" x 10' Channel Tan
6" x 12' Channel Tan
6" x 16' Channel Tan
10' Edge Trim White
10' Edge Trim Tan

10' C-Channel White
10' C-Channel Tan

10' Starter Strip

10' Quick Install Track
(5) Hardware for 10' Quick Install Track
Glide Clip

Disclaimer: This is a water diverting system. It is the responsibility of the installer to properly flash and gutter this system to local building
standards. A licensed electrician should follow all local standards on any electrical applications used in conjunction with this system.
Online materials calculator available at UpSidebyColorGuard.com.
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Color Guard® Inc. | PO Box 28 Sheboygan Falls, Wi 53085
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Phone: 800-832-8914 | Fax: 800-638-4695
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